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Indel Webasto Marine, based in St. Agata Feltria in Italy, is the successful Joint Venture 

between the leading automotive supplier Webasto, based in Germany, and the Italian 

refrigeration specialist Indel B. These two companies joined forces to bring high quality 

galley equipment solutions to marine applications. Indel Webasto Marine stands for high 

quality products in the marine industry.

A long history of careful research and development has 

established the background for successful innovations. Many 

of these innovations obtained patents and are internationally 

protected. Our products are exclusively produced using high 

quality components. 

The wide product range consists of refrigerators and freezers, 

built-in and travel boxes, wine cellars, water boilers, safes 

as well as customized solutions for more comfort on board. 

Our refrigeration and freezer solutions are acknowledged 

for their user-friendliness, their stylish design and their energy 

saving engineering.

Our product brand names Isotherm and Isotemp are interna-

tionally known and enjoy an excellent reputation in the market 

for quality and design.  

 

This year, Indel Webasto Marine, is extending its long tradition of 

innovation with the introduction of the new CRUISE Elegance 

Line. This new refrigerator family combines innovative concepts 

both in style and technology. CRUISE Elegance refrigerators 

offer not only multiple door customization opportunities but 

also provide major advantages in fast and effective on board 

installations. This year, we have also been awarded with the 

IBEX innovation award for the new unique energy saving 

technology: the Smart Energy Control is the revolutionary 

energy control system, capable of increasing the efficiency of 

the Isotherm refrigerators.
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Type Volume (L) Dimensions          

H x W X D mm 

Available with 

ASU* 

Weight (kg) Power        

consumption 

(W/24hr) 

Danfoss     

compressor 

type 

Freezer              

–6°C/21°F   

volume in L 

CR 36 36 250 x 440 x 685*  18 300 BD35F - 

CR 36 INOX 36 255 x 453 x 715  19 300 BD35F - 

CR 40 CUBIC 40 430 x 420 x 590**  19 186 BD35F 40 (-12°C) 

CR 42 42 520 x 380 x 480**  18 340 BD35F - 

CR 42 INOX 42 520 x 400 x 515  20 340 BD35F - 

CR 49 INOX 49 525 x 400 x 510 X 20 340 BD35F 4 (-6°C) 

CR 65 INOX 65 527 x 470 x 545 X 22 360 BD35F 4 (-6°C) 

CR 85 INOX 85 620 x 495 x 555 X 24 380 BD35F 8 (-6°C) 

CR 90 70/20 845 x 478 x 430**  31 520 BD35F 20 (-18°C) 

CR 100 100 746 x 487 x 455** X 25 400 BD35F 5 (-6°C) 

CR 130 DRINK 130 746 x 527 x 520**  30 400 BD35F - 

CR 130 INOX 130 743 x 545 x 545 X 32 400 BD35F 6 (-6°C) 

CR 130 D INOX 130 743 x 545 x 560  33 400 BD35F - 

CR 165 125/40 1210 x 500 x 520  38 600 BD50F 40 (-18°C) 

CR 195 130/65 1345 x 550 x 580  60 830 2x BD35F 65 (-18°C) 

CR 195 INOX 130/65 1345 x 545 x 580  63 830 2x BD35F 65 (-18°C) 

CR 200 150/50 880 x 730 x 620**  53 800 BD50F 50 (-12°C) 

CR 200 INOX 150/50 868 x 730 x 620  53 800 BD50F 50 (-12°C) 

CR 219 178/41 1420 x 550 x 530  47 600 BD50F 50 (-18°C) 

CR 271 218/53 1660 x 550 x 520  52 800 BD50F 46 (-18°C) 
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Type Volume        

Litres 

Dimensions 

HxWxD mm 

Weight            

Kgs 

Power          

Consumption** 

Avg/max 

Danfoss     

Compressor 

Type 

Freezer      

compartment  

specifics 

CR 63 F 63 625 x 475 x 555* 20 440 BD35F 63 (-18°C) 

CR 63 F INOX 63 625 x 495 x 555 24 440 BD35F 63 (-18°C) 

CR 65 F 65 620 x 525 x 510* 20 440 BD35F 65 (-18°C) 

CR 65 F INOX 65 620 x 545 x 545 24 440 BD35F 65 (-18°C) 

CR 90 F 90 745 x 525 x 505* 25 550 BD35F 90 (-18°C) 

CR 90 F INOX 90 755 x 545 x 545 29 550 BD35F 90 (-18°C) 

* Door not included (= 40mm) 

** Power consumption W/24h in operation on 12V with –18°C in the freezer space, ambient temperature +25°C according to Standards ISO 15502:2005 and 
EN 153:2006 

Cut out dimensions: H+ 10mm; W+ 5mm 

Side by side installation of the CR 130 

fridge and the CR 90 freezer with the 

same outside dimensions 





•
•

•

Type Volume (L) Dimensions            

H x W X D mm¹ 

Weight (kg) Power             

consumption* 

W/24Hrs 

Danfoss           

compressor type 

DR 49 INOX 49 520 x 400 x 510 27 340 BD35F  

DR 49 GLASS 49 520 x 400 x 510 30 340 BD35F  

DR 55 frost -free FREEZER INOX 55 526 x 470 x 560 30 600 BD35F  

DR 55 frost-free FREEZER GLASS 55 526 x 470 x 560 31 600 BD35F  

DR 65 INOX 65 526 x 470 x 545 30 360 BD35F  

DR 65 GLASS 65 526 x 470 x 545 31 360 BD35F  

DR 65 frost-free INOX 65 526 x 470 x 560 30 340 BD35F  

DR 65 frost-free GLASS 65 526 x 470 x 560 31 340 BD35F  

DR 85 INOX 85 625 x 495 x 545 32 370 BD35F 

DR 130 INOX 130 745 x 545 x 545 35 429 BD35F 

DR 160 LIGHT FRIDGE ONLY 160 865 x 627 x 610 65 1100 BD50F 

DR 160 LIGHT FREEZER ONLY 160 865 x 627 x 610 65 1100 BD80F 

DR 160 LIGHT FRIDGE FREEZER 160 865 x 627 x 610 65 1100 BD80F 

DR 160 INOX COMBO** 155 + 6 Ice 865 x 627 x 610 65 1100 AC Compressor 

DR 190 INOX 190 800 x 900 x 545 59 700 BD50F 

Outstanding design possibilities 

with glass door options: 

GLASS line colours include White, 

Grey, Navy Blue and Black.  

* Power consumption W/24hr in operation at 12V with +5°C in the refrigeration space, ambient temperature +25°C 

** Power supply 220V AC or 110V AC; 50-60Hz    ¹ With the option of universal AC/DC the depth may increase   ² D=600 without compressor 
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Volume (L) 

 

16 

Dimensions (HxWxD mm) 

 

250 x 380 x 540 

Net Weight (Kg) 

 

12.6 

Climatic Class ST 

Compressor Parts 

 

BD1.4F-FSD / 101N2500 

Rated Voltage (V) 

 

DC 12 / 24 

Rated Power Input (W) 45 

Power Consumption  

(kW/h) at 25 C 

 

0.25/24 

Temperature Control 

 

Digital display 

Refrigeration Performance  

in climatic class ST 

-6 C ~ +10 C 

Finish 

 

Silver painted with optional 

stainless frame 

Warranty 

 

2 years 
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Type Volume (L) Dimensions            

H x W X D mm¹ 

Weight (kg) Power             

consumption* 

W/24Hrs 

Danfoss           

compressor type 

DR 160 LIGHT FRIDGE ONLY 160 865 x 627 x 610 65 1100 BD50F 

DR 160 LIGHT FREEZER ONLY 160 865 x 627 x 610 65 1100 BD80F 

DR 160 LIGHT FRIDGE FREEZER 160 865 x 627 x 610 65 1100 BD80F 

DR 160 INOX COMBO** 155 + 6 Ice 865 x 627 x 610 65 1100 AC Compressor 

* Power consumption W/24hr in operation at 12V with +5°C in the refrigeration space, ambient temperature +25°C 

** Power supply 220V AC or 110V AC; 50-60Hz    ¹ With the option of universal AC/DC the depth may increase    
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Volume (L) - total capacity 115 

Volume (L) - Fridge 83 

Volume (L) - Freezer 32 

Dimensions (HxWxD mm) 801 x 525 x 495 

Net Weight (kg) 32 

Voltage (V) 12/24 

Power Consumption (W/24h) 262 

Danfoss Compressor Type BD35F 
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Type Volume (L) Dimensions             

H x W x D mm 

Available with 

ASU 

Water cooled 

option 

Weight (kg) Power         

consumption* 

W/24hrs 

Danfoss     

Compressor 

type 

BI 29F** 29 370 x 340 x 670¹  X 18 250 BD35F 

BI 40 40 420 x 405 x 560¹ X X 16 270 BD35F 

BI 41 41 625 x 340 x 500²  X 19 270 BD35F 

BI 53 F** 53 630 x 430 x 650²  X 24 260 BD50F 

BI 75** 75 630 x 430 x 650²  X 22 340 BD35F 

BI 92*** 92 615 x 485 x 805²  X 28 360 BD50F 

BI 172 172 

130 + 38 

840 x 1015 x 560  X 45 357 

603 

BD50F 

* Power consumption in operation in 12V with +6°C in the refrigeration space, ambient temperature +22°C. Average Amp draw will be reduced by approx. 

30% for ASU models when motoring one hour a day. 

** External flange in stainless steel option available. *** The built-in box operates as a fridge or freezer 

¹ Depth can be reduced by 160mm with removed compressor. ² Height can be reduced 160mm with removed compressor 

Cut out dimensions: H+5mm; W+5mm; D+5mm. Specification changes may be made without prior notice. 
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 Front Opening Top Opening 

Gross Capacity (L) 40 40 

External Dimensions 

(HxLxD mm) 

435 x 430 x  624 435 x 430 x 624 

Internal Dimensions 

(HxLxD mm) 

330 x 330 x 370 330 x 330 x 370 

Door Opening Front Fridge installation Top Loading installation 

Weight (kg) 17.6 17.6 

Power 45 Watts 45 Watts 

Power Supply 12-24 V DC 12-24 V DC 

Temperature Range +10° / 0°C ambient temperature +32°C +10° / -18°C ambient temperature +32°C 

Consumption 0.186 KWh/24h Ti 5°C Ta 25°C 0.786 KWh/24h Ti –18°C Ta 25°C 

Cooling System Danfoss BD35F ventilated Danfoss BD35F ventilated 

Compressing Unit 1.3m (maximum) 1.3m (maximum) 

Refrigerant Gas R134a CFC Free R134a CFC Free 

Insulation CFC Free PU Foam CFC Free PU Foam 

Climate Class ST ST 



Based on many years of experience building high 
quality robust refrigeration products for the Marine 
Industry, Webasto is proud to release a dedicated 
range of compressor fridges. 

The range of upright double-door refrigerators-
freezers are fitted with 12/24V Danfoss compressor. 

The large capacity units are supplied with a freezer 
on top of a fridge with multiple shelves and         
vegetable bin.  

The range is available in 3 sizes: Cruise 165, Cruise 
219 and Cruise 271. 

 

Isotherm Refrigeration 
CRUISE 165, 219 & 271 

Product features: 

Two door Upright fridge-freezer  

Right or Left handed side opening possible 

Internal light in fridge compartment 

Mechanical thermostat 

12/24V Danfoss compressor 

Optional AC/DC kit 

Internal light  

Freezer compartment at the top 

CR 219 



10
/1

5 
• 

Er
ro

rs
 a

n
d

 o
m

is
si

o
n

s 
ex

ce
p

te
d

 •
 P

ri
n

te
d

 in
 A

u
st

ra
lia

 •
 ©

 W
eb

as
to

 T
h

er
m

o
 &

 C
o

m
fo

rt
 A

u
st

ra
lia

 P
ty

 L
td

  

Type  Volume (L)  Dimensions   H x W x D mm  

(with door) 

Weight (kg)  Secop (Danfoss) DC 

Compressor type 

CR 219  178 + 41  1420 x 550 x 530*  47  BD50F 

CR 271  218 + 53  1660 x 550 x 530*  52  BD50F 

CR 165  125 + 40  1210 x 500 x 530*  38  BD50F 

Technical Specifications 

CR 165 

CR 271 

* Door depth + gasket thickness from cabinet add 68mm 



INOX Combi 260 

Cruise 130 Drink on top 

of a Drawer 130 Fridge 

(with internal freezer 

drawer) 
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Type Volume (L) Dimensions            

H x W X D mm 

Weight (kg) Power consumption  

W/24Hrs 

INOX Combi 195 130 + 65 1345 x 545 x 580 63 400 + 440 = 840 

INOX Combi 220 130 + 90 1545 x 545 x 560 69 400 + 550 + 950 

INOX Combi 260 130 + 130 1545 x 545 x 560 74 400 + 450 = 850 

INOX Combi 320 160 + 160 1790 x 628 x 610 95 530  + 1100 = 1630 * 

530 + 530 + 1060 # 

INOX Combi 220 

Cruise 130 Drink 

on top of a Cruise 

90 Freezer 

INOX Combi 320 

Cruise 160 INOX on top of a 

Drawer 160 fridge or freezer 

or fridge/freezer + ice maker 

INOX Combi 195 

Cruise 130 Drink 

on top of a Cruise 

65 Freezer 

* on versions with DR160 freezer/freezer, fridge/freezer and fridge/freezer + ice maker 

# with DR160 fridge only 



Webasto Thermo & Comfort Australia Pty Ltd 

423-427 The Boulevarde 

Kirrawee NSW 2232 

Ph:  +61 (0)2 8536 4800 

Fax: +61 (0)2 8536 4899 

info@webasto.com.au 

www.webasto.com.au 
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